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Data Sheet

JA39-022 
PELTORTM Headset Adapter - 230 Ohm Mic - 230 Ohm Phones

JA39-022

The JA39-022 PELTORTM Headset Adapter allows a PELTORTM MT7H79 series 
headset (230 Ohm Mic - 230 Ohm Phones) to be used with a regular  aviation audio 
controller such as the Jupiter Avionics Corporation JA95-001. The JA39-022 operates 
using the Mic Bias supply of the audio controller and requires no other external power. 

The JA39-022 unit features an industry standard U-174/U (TP-120) Plug and 
U-92A/U (TJT-120) Jack to allow plug and play operation.

The metalized plastic case construction allows the adapter to be used in high RF 
environments.  It is particularly suitable for adapting 230 ohm headsets for use with the 
Jupiter wiJAC™ Wireless Aircraft Headset Adapter.



Printed in Canada

TM © 2019 Jupiter Avionics Corporation 
1959 Kirschner Rd, Kelowna, BC V1Y 4N7

Tel: 778-478-2232   Toll-Free (855) 478-2232
www.jupiteravionics.com

TITLE

CONFIDENTIAL & PROPRIETARY

L00N3

DRAWING NOT TO SCALE

Ohm Phones

JA39-022 3D Model Rev A.SLDDRW
DOC.  NO.

1/1
SHEET

JA39-022
PART NO.

JUPITER AVIONICS TEMPLATE SOLIDWORKS LANDSCAPE SIZEA REV B.DRWDOT

Low Impedance Headset Adapter - 230 Ohm Mic - 230

TO JUPITER AVIONICS CORP.

APPROVED

CHECKED

TATPREPARED

N/A
N/AMATERIAL:

FINISH:

NCAGE CODE

UNLESS OTHERWISE SPECIFIED
DIMENSIONS ARE IN INCHES
ANGLES ARE IN DEGREES
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Operational Temperature -40 °C to +50 °C
Humidity 95%
Altitude 25,000 ft. MAX
Shock 20g (any axis)
Input 230 Ohm Dynamic Mic and 150 Ohm Phones
Output Equivalent to 150 Ohm Amplified Dynamic Mic and 

230 Ohms Phones
Case Material Metalized Plastic

Environment and Performance

Weight: 0.11 lb. 51.2 g Max

JA39-022 Specifications
Dimensions

This connector -  
PELTORTM wiring

This connector - 
NATO wiring




