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Data Sheet
JA70-005 / JA72-006 Glove Box Series

JA70-005 Dzus Rail Glove Box

Make Better Use of Empty Panel Space with JAC Glove Boxes

JA72-006 Dzus Rail Glove Box with USB Charger

 Reduce clutter with the JA70-005. JAC glove boxes provide convenient  
temporary storage locations for your phone, keys, etc. 

 Charge your phone, play some music and keep organized with the JA72-006.  
The JA72-006 includes a USB 2.0 Type A receptacle with a power supply (5 Volt,  
up to 2 Amp) that can be used to charge portable devices. A 3.5 mm jack socket  
is also provided to enable music players to be connected to the aircraft audio system.
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CONFIDENTIAL & PROPRIETARY

JUPITER AVIONICS TEMPLATE SOLIDWORKS LANDSCAPE SIZEA REV B.DRWDOT

Five Dzus - Glove Box

JA70-005 3D Model Rev B.SLDDRW
DOC.  NO.
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SHEET

JA70-005
PART NO.

L00N3

DRAWING NOT TO SCALE
TO JUPITER AVIONICS CORP.

APPROVED

CHECKED

TATPREPARED

N/A
N/AMATERIAL:

FINISH:

NCAGE CODE

UNLESS OTHERWISE SPECIFIED
DIMENSIONS ARE IN INCHES
ANGLES ARE IN DEGREES
TOLERANCES:
1 DEC PLACE:    0.1
2 DEC PLACE:    0.01
3 DEC PLACE:    0.005
ANGLES:   0.5 DEG

JAC

TAT
11-28-13

JAC

KDV
12-03-13

TITLE

CONFIDENTIAL & PROPRIETARY

JUPITER AVIONICS TEMPLATE SOLIDWORKS LANDSCAPE SIZEA REV B.DRWDOT

Glove Box with USB Charger

JA72-006 3D Model Rev F.SLDDRW
DOC.  NO.

1/1
SHEET

JA72-006
PART NO.

L00N3

DRAWING NOT TO SCALE
TO JUPITER AVIONICS CORP.
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N/A
N/AMATERIAL:

FINISH:

NCAGE CODE

UNLESS OTHERWISE SPECIFIED
DIMENSIONS ARE IN INCHES
ANGLES ARE IN DEGREES
TOLERANCES:
1 DEC PLACE:    0.1
2 DEC PLACE:    0.01
3 DEC PLACE:    0.005
ANGLES:   0.5 DEG
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Operational Temperature -45 °C to +70 °C
Survival Temperature -55 °C to +85 °C
Humidity 95%
Altitude 50,000 ft.
Shock 20g (any axis)
Storage Capacity 1 lb. [450 g]

Operational Temperature -45 °C to +70 °C
Survival Temperature -55 °C to +85 °C
Humidity 95%
Altitude 50,000 ft.
Shock 20g (any axis)
TSO Compliance Contact JAC for TSO status
Installation Kit INST-JA72
Storage Capacity 1 lb. [450 g]

Environment and Performance

Environment and Performance

Weight: 0.60 lb. 0.28 Kg Max

Weight: 1.00 lb. 0.45 Kg Max

JA70-005 Specifications

JA72-006 Specifications

Installation

Installation


